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AFP Mini-NDT
AUTOMATIC PROCESSOR FOR

INDUSTRIAL X-RAY FILM
SPECIFICATIONS:

Dimensions:
	 Length:				    33 in. (83.5 cm)
	 Width:				    22 in. (55.9 cm)
	 Height:				    24 in. (60.7 cm)
	 Footprint:				    21 in.

Weight:
	 Net:					    100 lbs. (45.5 kg)
	 W/Solutions:			   150 lbs. (68.2 kg)

Tank Capacities:			   1.9 gal (7.2 liters)
						      each tank

Processing Speed:
(14 in X 17 in film)
	 Leading Edge to Leading Edge:	 8 minutes
	 Production Capacity:		  20 per hour

Materials Accommodated:
	 Chemistry Types:			   Chemistry suitable for industrial roller processing

	 Film Size:				    Width:			   14 in. (35.6 cm) maximum
						      Length:			  4 in. (10 cm) minimum

Power Requirements:
						      Model #9992501600	 115V, 60Hz, 1PH, 15 Amp
						      Model #9992501700	 220V, 50Hz, 1PH, 7.5 Amp
						      Model #9992501900	 220V, 60Hz, 1PH, 7.5 Amp

Water Consumption:			   1/4 gal./min. (.9 liters/min.)  -  No water consumption during “standby” mode

Warranty:				    One year comprehensive parts warranty

	 A sturdy base stand, tanks, connector hoses and starter spare parts kit are included. The MINI-NDT has an optional
	 “No Plumbing”* kit available for site locations where plumbing is not available. Check your archival requirements
	 before selecting the “No Plumbing” option.

Optional Accessories:
	 *9992305003			   “No Plumbing” conversion kit
	   9992305002			   “Side Plumbing” conversion kit


